
SPECIFICATIONS FOR THT-100HGC

PRODUCT DESCRIPTION:          BOON EDAM TOMSED MODEL THT-100HGC 

 7' HIGH FULL SECURITY ROTO-GARD HANDICAP EXIT TURNSTILE 

SCOPE OF OPERATION:

 A.  The THT-100HGC is designed for applications where unsupervised 

handicap accessibility is required. Extra long arms and a large passage 

space allow sufficient room for handicap or disabled users.  Galvanized 

finish is best suited for outdoor applications. 

B.  The THT-100HGC consists of rotor assembly, shield assembly, barrier  

   sections,  mechanism housing, and ceiling plate. 

C.  Overall dimensions are 86" high, 106" wide, 90" deep.

MATERIALS: All materials meet the ASTM standards as set forth by the materials 

industry.

A.  The rotor assembly consists of 3 pieces of 2" square x 11 ga. carbon steel

   tubing, each known as the rotor posts. 

B.   All arms are 1-1/4" schedule 40, round galvanized steel pipe.  Each arm 

has a rounded and closed end, with force fit plastic cap.

C. The shield assembly is constructed from 3 vertical carbon steel channels 

with 12 horizontal 1/4" x 1-1/2" carbon steel ribs. 

D.  The barrier post is constructed from 2 square 11 ga. carbon steel tubing, 

with galvanized steel 1 1/4" schedule 40 pipe barrier arms. 

E. The bottom bearing is a self-lubricating, nylon disk.  The bearing is on a 

9" x 1" aluminum base plate with a clear anodized finish.  The base plate   

attaches to the floor by 3 anchor bolts, 3/8" x 2" long. 
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