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1.1 SUMMARY
A. Section includes:  Furnish Metal-Form benches on drawings or 

speci�ed herein.

1 .2 REFERENCES
A. American Society for Testing & Materials 

1. ASTM-D533 ASTM-D4541 ASTM-D3359 ASTM-2794
ASTM-D523 ASTM-4060 ASTM-B117 ASTM-D2247
ASTM-E84 ASTM-D3170 ASTM-A569 ASTM-B6
ASTM G26 ASTM-A569/A569M

1.3 SUBMITTALS
A. Submit product data, shop drawings and samples.

1. Product Data:  Manufacturer’s speci�cations and technical data
edited speci�cally for proposed product, including the following
speci�c information:

a. Detailed speci�cation of construction fabrication.
b. Manufacturer’s installation instructions
c. Product warranty

B. Shop Drawings: Indicate pertinent dimensions, general
construction, component connections, anchoring methods,
hardware and installation procedures.

C. Samples as requested by Architect.

1.4 QUALITY ASSURANCE
A. Quali�cations of Manufacturer:  Manufacturer to be prequali�ed by 

speci�er prior to bidding. Failure to comply will result in
disquali�cation of bid.  Manufacturer to have at least three
years experience in the manufacture of thermo plastic coated steel site 
furnishings �eld proven for at least three years.

B. Warranty:   5 Years - Metal Armor Coated Products

1.5 MANUFACTURERS
A. Acceptable manufacturer for thermo plastic coated steel site 

furnishings to be known as:
Wausau Tile, Inc.  Metal-Form Division
PO Box 1520 
Wausau, WI 54402-1520

B. Clari�cation Note:  Drawings and installation speci�cations are based
on manufacturers proprietary literature from Wausau Tile, Inc., Metal-
Form Division. Other manufacturers shall comply with minimum levels 
of material and detailing indicated on drawings or speci�ed herein.

ANCHOR DETAIL
To install Rawl-Bolt� one piece heavy duty
anchors, follow simple instructions below:

1.  With �xtures in place, drill
hole of same nominal diameter 
as the Rawl-Bolt.�

2.  Remove tag from assembled
anchor.  Insert anchor through 
hole in �xture.

3.  Tap Rawl-Bolt� into hole until
washer and bolt head are 
seated against �xture.

4.  Tighten with wrench.
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