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TE20TS Ash-Trash with Top and Standard Logo

11 SUMMARY
A. Sectionincludes: Furnish Precast Concrete Ash-n-Trash indicated on

* 1-.25"DIA THREADED INSERS drawings or speci ed herein.

{

A A 1.2 REFERENCES
14" L © : 105" A. American Society for Testing & Material
1. ASTMC33 2. ASTMC150 3. ASTM C31

i

! TOP VIEW 15 SUBMITTALS

A. Submit product data, shop drawings and samples.
1. Product Data: Manufacturer's speci cations and technical data edited
speci cally for proposed system, including the following speci c informat
14¢ a. Detailed speci cation of construction fabrication.
b. Manufacturer's installation instructions
¢. Maintenance literature
d. Product warranty
2. Shop Drawings: Indicate pertinent dimensions,general construction,
component connections anchoring methods, hardware and installation
procedures.
33 i 3. Samples as requested by Architect.

1.6 QUALITY ASSURANCE
A. Quali cations of Manufacturer: Manufacturer to be prequali ed by
speci er prior to bidding. Failure to comply will result in disquali cation
of bid. Manufacturer to have at least ve years experience in the manufact
22" of precast concrete Ash-n-Trash eld proven for at least ve years.

FRONT VIEW 1.10 WARRANTY

Manufacturer shall submit a written warranty for precast products for the
period of two years upon acceptance of products.

2.1 MANUFACTURERS

T 11“—"41 5.75" A.  Acceptable manufacturer for Precast Concrete Ash-n-Trash units to be known a
Wausau Tile, Inc.
y Terra-Form Division.
4" P.0.Box 1520
| Wausau, WI 54402-1520.
25"DIA (800) 388-8728 (715) 359-3121 FAX (715) 355-4627
SEEEL B. Clari cation Note: Drawings and installation speci cation are based on
manufacturers proprietary literature from Wausau Tile, Inc.
1.5" DIAPVC Other manufacturers shall comply with minimum levels of material and
DRAIN PIPE detailing indicated on drawings or speci ed herein.
s.o5DiaTHREADED  C- All Precast products for this project shall be of one manufacturer.
INSERTS
SECTION A-A 22 MATERIALS

A. Portland Cement: ASTM C150 speci cations for
Portland Cement.

B. Aggregates: All aggregates to meet ASTM C33 speci cations, to be cleane
of foreign matter and properly graded to size.

C. Coloring:  Pigments used shall be inorganic, resistant to alkalinity
and used as per manufacturers recommendations.
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