


1.1 SUMMARY
A. Section includes:  Furnish Precast Concrete Table indicated on

drawings or speci�ed herein.

1.2 REFERENCES
A. American Society for Testing & Materials 

1. ASTM C33 2. ASTM C150 3. ASTM C31

1.5 SUBMITTALS
A. Submit product data, shop drawings and Samples.

1. Product Data:  Manufacturer's speci�cations and technical data
edited speci�cally for proposed  system, including the following
speci�c information:
a. Detailed speci�cation of construction fabrication.
b. Manufacturer's installation instructions
c. Maintenance literature
d. Product warranty

2. Shop Drawings: Indicate pertinent dimensions, general
construction, component connections anchoring methods,
hardware and installation procedures.

3. Samples as requested by Architect.

1.6 QUALITY ASSURANCE
A. Quali�cations of Manufacturer:  Manufacturer to be prequali�ed by 

speci�er prior to bidding. Failure to comply will result in
disquali�cation of bid.  Manufacturer to have at least �ve
years experience in the manufacturer of precast concrete tables
�eld proven for at least �ve years.

1.10 WARRANTY
Manufacturer shall submit a written warranty for precast products for the
period of two years upon acceptance of products.

2.1 MANUFACTURERS
A. Acceptable manufacturer for Precast Concrete Tables to be known as

Wausau Tile, Inc. 
PO Box 1520, Wausau, WI 54402-1520.

B. Clari�cation Note:  Drawings and installation speci�cation are based
on manufacturers proprietary literature from Wausau Tile, Inc.
Other manufacturers shall comply with minimum levels of  material
and detailing indicated on drawings or speci�ed herein.

C. All Precast products for this project shall be of one manufacturer.

2.2 MATERIALS
A. Portland Cement: ASTM C150 speci�cations for Portland Cement.
B. Aggregates:  All aggregates to meet ASTM C33 speci�cations, to be

cleaned of foreign matter and properly graded to size.
C. Coloring: Pigments used shall be inorganic, resistant to alkalinity and

used as per manufacturers recommendations.

# # #

35 1/4"4'-2"

VARIANCE 1" TO 3"

5'-0"

NOTE: IF THERE IS NO CONCTRE AT GRDE OR THERE IS
TO BE PAVERS, YOU WILL HAVE TO POUR A FOOTING

30"X30" X 12" FOR TABLE SUPPORT.
MUST BE ANCHORED

CONCRETE SLAB

1'-5"GRADE LINE
EXPOSED SURFACE

2'-6 1/4"

10" EXPOSED SURFACE

SEE NOTE "A"

10"
EXPOSED SURFACE

MUST BE ANCHORED

B ENCHES
:

USE SILICONE SEAL ON TOP
AND BOTTOM OF SHIM

ITEM NO. QTY. PART NO.DESCRIPTION

2 PEDESTAL BASE
1 TABLE TOP 50" RD.

8 1/2"-16 X 1 1/2" S/S SET SCREWS IN TABLE TOP 73343

4 BENCH LEGS
3 BENCH TOPS

5 3/8"-16 X 1" HEX HEAD BOLTS
6 3/8" X 7/8" O.D. FLAT WASHERS

9 1/4" HEX WRENCH "L" - 6" LONG 26577 F

1

2
4
16
16
1
4

1

7 NO. 6 SHIM 1/8" THICK X 7" X 7"

1

ITEM NO. (1)

ITEM NO. (3)ITEM NO. (2)

iTEM NO. (4)

ITEM NO. (3)

ITEM NO. (3)

ITEM NO. (1)

3 1/2" DIA. HOLE

ITEM NO. (1)

ITEM NO. (7)

LOCATION OF ITEM NO. 5 & 6

ITEM NO. 2

ITEM NO. 11

ITEM NO. 11

10      1/8" DIA. X 3" KEEPER PIN FOR UMBRELLA
11      1/2" UNC THREAD "J-BOLT" X 6"

WT.

200#
260#
120#
30#

.54#

.24#
00

.06#

.11#

T F3404
TF3407
TF3403
T F5999
R M10261
R M10195

RM9047
00

00

1

12

NO. 6 SHIM
RM11744

RM11745
PP10625

00 8 R M10511
12 1/4" X 8 3/4" X 11 3/4" ALUMINUM PLATE DRILLED .36# 4 RM11069

HARDWARE KIT 4.4# 1 T F9365

13      3/8" -16 X 1" FLAT SLOTTED SCREWS

ITEM NO. 12 PLATE

1/4" ALUMINUM PLATE ITEM NO. 12

50"

IF USING STANDARD BOLTS AS ANCHORS
DRILL 1 1/2" HOLES 6" DEEP AND FILL WITH
EPOXY.  BY OTHERS

IF USING J-BOLT ANCHORS, CORE HOLE OUT
3" X 6" DEEP MIN. FILL WITH CEMENT OR

GROUT TO LEVEL, INSTALL BENCH WITH BENCH
LEGS ATTACHED.

FOOT PRINT FOR ANCHORING BENCHES

NO. 6 RUBBER SHIM BETWEEN
TABLE TOP AND PEDESTAL

LC

NO. 6 RUBBER SHIM

7"

1/8" 9 3/4"

7"

2'-3 7/8"

2'-10 1/2"

3 15/16"
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