


1.1 SUMMARY
A. Section includes: Furnish Precast Concrete Planter indicated on
drawings or specified herein.

1.2 REFERENCES
18" A.  American Society for Testing & Materials
1. ASTMC33 2. ASTMC150 3. ASTMC31

N

] ]
1.5 SUBMITTALS
A.  Submit product data, shop drawings and Samples.

TOP VIEW 1. Product Data: Manufacturer's specifications and technical data
edited specifically for proposed system, including the following
specific information;

a. Detailed specification of construction fabrication.
b. Manufacturer's installation instructions

A — c. Maintenance literature
i 1 5" d. Product warranty
w0 2. Shop Drawings: Indicate pertinent dimensions, general
construction, component connections anchoring methods,
hardware and installation procedures.
o4 3. Samples as requested by Architect.
1.6 QUALITY ASSURANCE
A. Qualifications of Manufacturer: Manufacturer to be prequalified by
4t " specifier prior to bidding. Failure to comply will result in
A\ f_}_?’ disqualification of bid. Manufacturer to have at least five
A years experience in the manufacturer of precast concrete planters
field proven for at least five years.
FRONT VIEW
1.10 WARRANTY
Manufacturer shall submit a written warranty for precast products for the
period of two years upon acceptance of products.
2.1 MANUFACTURERS
A.  Acceptable manufacturer for Precast Concrete Planters to be known as
— 2" Wausau Tile, Inc. Terra-Form Division.
21" PO Box 1520, Wausau, W1 54402-1520.
.25"DIA STEEL
REBAR B. Clarification Note: Drawings and installation specification are based
3" on manufacturers proprietary literature from Wausau Tile, Inc.
Other manufacturers shall comply with minimum levels of material
j\ /r 3-50"DIA and detailing indicated on drawings or specified herein.
| ! | THREADED C. All Precast products for this project shall be of one manufacturer.
: 16" :
INSERTS

2.2 MATERIALS

SECTION A-A A. Portland Cement: ASTM C150 specifications for Portland Cement.

B. Aggregates: All aggregates to meet ASTM C33 specifications, to be
cleaned of foreign matter and properly graded to size.

C. Coloring: Pigments used shall be inorganic, resistant to alkalinity and
used as per manufacturers recommendations.
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